1Z/10 Risk Assessment - revised February 2011, prepared by Graham Laming for BRCC

Risk Assessment
Course Cardington 10 1Z/10
We STRONGLY suggest you ride the course shortly before the event to learn the current
location and severity of risks for yourself.
RA1. Start Line
Traffic congestion - marshalls required to ensure cyclists keep to side of road.
Place signs to warn no parking in area, and not to obstruct neighbours' gates.
Cyclists completing the course will be entering the starting area at speed.
RA2. Left bend oncoming traffic. Keep to centre of lane.
Road surface liable to be broken, particularly near pavement.
Place warning sign on bend and on lamp post to warn other road users of cycle event.
Expect oncoming traffic, possibly overtaking oncoming competitors.
RA3. Sharp bends and blind rise over bridge.
Keep to left of road, expect oncoming traffic, possibly overtaking oncoming competitors.
Place warning sign pror to right turn to warn traffic of oncoming cycles.
RA4. Blind rise at crest of hillfoot. Keep left to allow traffic to pass. Likely to encounter slower riders
or be passed by faster riders on the 1/2 mile prior to the crest.
Keep left and pass with caution, paying particular attention to traffic approaching from behind and from
face on.
RA5. Road junction to right - place sign to warn road users entering course from the side road that a
cycle event is in progress.
RA6. Sharp blind bends. Place signs to warn oncoming road users that a cycle event is in progress.
RA7. Manhole covers in road, indented - avoid, especially in the wet.
RA8. Tee junction - turn right. Caution for traffic approaching from both sides.
Place right-hand turn direction sign for benefit of competitors.
RA9. Left turn, poor road surface. Avoid verge, but do not encroach centre of road due to oncoming
traffic risk.
RA10. Sharp left turn, poor road surface, caution of oncoming traffic.
RA11. Sharp right turn under narrow bridge - limited width especially if encountering oncoming traffic.
Often gravel on road, caution.
Junction to left, place warning sign for traffic entering course from this junction, to warn of event in
progress.
RA12. Right turn at junction. Place right-hand turn direction sign for benefit of competitors.
Prone to gravel in road. Caution signs for other traffic.
RA13. Length of Bunny Lane prone to gravel and DEEP potholes.
RA14. Blind rise over disused railway bridge, and immediately onto poor surface, prone to gravel and
DEEP potholes. Place sign to warn oncoming traffic to expect cycles.

RA15. Tee junction, turn left. Place left-hand turn direction sign for benefit of competitors.
Caution, joining course with oncoming competitors and other traffic.
RA16. Sharp right, caution, possible oncoming traffic, may be overtaking oncoming riders, keep left.
RA17. Steep descent, medium left turn at bottom. Caution for traffic using property entrances at bottom
of hill.
Prone to become flooded in heavy rain, may spread debris across road.
Prone to being icy in winter.
Caution for potentially strong side winds on passing property on right and entering open field area.
Road surface may be potholed near verge.
Parked vehicles in side entrances may be present, be aware of possible opening of doors, or pulling out
onto the course.
RA18. Sharp left turn, risk of oncoming competitors and traffic, possibly overtaking.
Place sign prior to this turn to warn traffic to expect oncoming cyclists.
RA19. Sharp right turn onto blind crest of disused railway bridge, immediately followed by sharp blind
left turn.
Expect oncoming traffic, keep to left or centre of lane.
RA20. Entering residential area, expect parked cars or vehicles entering the course from the right.
RA21 Sharp right bend, expect oncoming traffic and competitors, who may be near the centre of the
road.
Place warning sign before bend to warm traffic of possible oncoming cyclists.
RA22. Approaching finish line. Expect competors to be setting off from start line.
Caution clubhouse entrance immediately on left, near start.
Traffic marshalls required to keep area clear.

